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Reset Epson L1210, L3210, L3250, L3251, L3260, L5290

AAVISO 01: Antes de iniciar o Download Desative seu Antivirus temporariamente, caso ndo saiba o procedimento
digita no Google " Como desativar o antivirus NOME DO SEU ANTIVIRUS temporariamente" para Evitar Aviso de
Falso Positivo, apds concluir o reset, Ativar a protecdo novamente! Duvida ao vendedor no campo de mensagem
do site de compra

AAVISO 02: Antes de iniciar o Reset Lique sua impressora via CABO diretamente ao Computador, acesse a fila de
impressao e veja se ha documentos pendentes na fila, se houver excluir para evitar travamentos no uso do rese t

ETAPA 01: Selecione enviado pelo vendedor ou o Link abaixo, ou sd clique nele para iniciar o Download do Reset

MNome Data de modificagic Tipo Tamanheo

% AdiProg Aplicativo 2.060 KB
%] apdadrv.dil Extensdo de aplica... 100 KB
|&] caution 5 Arquivo BMP 5KB
< EditText 15 Media file 12KB
& ErrorDetail 15 Media file 24 KB
[] F2_discharge.prn 15 Arquivo PRN 2k
|&] headid 15 Arquivo BMP 209 KB
LimitSample 15 Aplicativo 52 KB
[ LimitSample.exe.config 15 Arquivo CONFIG 1K8
& mw_resetdata 15 Media file 16 KB
[&] pmerror 15 Arquivo BMP 17KB
|&] prnidle 15 Arquivo BMP 17KB
%] StrGene.dll 15 Extensdo de aplica... 86 KB

ETAPA 03: Apds abrir o reset ele ficard na TELA DE ATIVACAO conforme exemplo abaixo, nessa tela existe um
cddigo chamado Hardware ID , selecione e copie esse cddigo e envie ele ao vendedor via mensagem no site de
compra ou no meio de comunicagdo da compra

@ L1210-3290 antonie.Juiizz@gmail.com +359998104-6372 1.0.1..  — [m] X
Hardware ID
-
|-ﬂ'3l§-l§2'l *0F2-327F |« I @
Registration Information
Mame
Key

Register Close
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ETAPA 04: Apds o vendedor receber o cédigo de ativacao ele vai lhe retorna com uma chave de ativagdo conforme
exemplo abaixo, vocé deve cépia o cddigo (CHAVE) que recebeu e colar dentro do campo do reset onde tem escrito
KEY cole a chave, depois em Registration Information Name digite L3210-L3250 tudo maiusculo, depois clique em
Register para registar o reset e ele vai abrir

CYFLNY7EPYWGQZKKF SKNSQUTXQOTCEE2CZ6LVST

@ L1210-5290 antonio.luiizz@gmail.com +559998104-6372 1.0.1... — a X

Hardware ID
[4736-6208-FoF2-327F Yy

Registiation Information
Name

o Aqui cole a KEY (Chave)
RS0t 3co0 : i . : Enviada pelo vendedor

CYFLNY7E PYWQZKKF 92P6H 7NMYYD 7Y 3FCXOBI2UKI5LBI3KNSQUTXAIT <
CB82CZELVS 7

0

Register ‘ Close ‘

A
FAY

ﬁ Depois clique em Register

ETAPA 05: Apds abrir clique em ACCEPT depois em Select

Adjustment Program X

) model = 13210 port = Auto selection | AdjProg Ver.1.0.0 X

Software License Agreement

Please read the following License Agreement.
| You must accept the terms and diti of this Ag| to

EPSON Adjustment Program

Model: L3210
Dest: Latin

use.

Notice to User: This is a legal ag you (an individual or ~

single entity, referred to hereinafter as "you") and Seiko Epson Corporation
{"Epson”) for computer software product, fontware, typefaces and/or data,
including any panying expl y written materials (the "Software").
BEFORE DOWNLOADING, INSTALLING, COPYING OR OTHERWISE USING
THE SOFTWARE, YOU MUST AGREE TO THE TERMS AND CONDITIONS OF
THIS AGREEMENT. Please read these terms carefully and click on the
Accept button below if you agree. If you do not agree with the terms and

diti of this Agl click on the Decline button below and you will
not be able to use the Software.

Epson grants you a personal, non-exclusive, limited license to use the
Software. The term Software shall include the software components,
media, and any upgrades, modified versions, updates, add
Software licensed to you by Epson or its suppliers. Epson

Language: English
Port: Auto selection

These are all the adjustment modes
which may be necessary for servicing
the devise. It gives the correct order to
guide you once you select your
replacement (repaired) parts. Multiple
selections are available.

You can select particular adjustment
item.

Select k

i&

reserve all rights not granted.

Other Rights and Limitations.

Sequential adjustment mode ‘

Particular adjustment mode

Accept ‘ Decline

Quit

ETAPA 06 : Em MOEL NAME selecione o Modelo de sua Impressora , depois em PORT selecione o Modelo de sua
impressora que aparece entre () exemplo (L3210 Series) de por fim que em OK

Adjustment Program

EPSON Adjustment Program

Model Name  [L3210 -

1 dTuun

|Latin

[English

Port \ -

USB002 (L3210 Series)
USB00
Auto selection

Quit

TULEL &80, 000 DVLES BT 13 drUUivus,

comptimida 2.657.!
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ETAPA 07: Ao voltar para tela inicial clique em Particular adjustment mode, Na préxima janela, procure na lista
central a sessdo ---- Maintenance ----, e logo abaixo selecione o item "Waste ink pad counter" e clique em OK.

Model: L3210

Dest: Latin
Language: English

Port: Auto selection

These are all the adjustment modes
which may be necessary for servicing
the devise. It gives the correct order to
guide you once you select your
replacement (repaired) parts. Multiple
selections are available.

Sequential adjustment mode ‘

#) model = L3210 port = Auto selection | AdjProg Ver.1.0.0 X

EPSON Adjustment Program

You can select particular adjustment
item.

v

Particular adjustment mode ‘

Quit

Arquive PRN

2KB

Arquivo BMP
Aplicative
Arquivo CONFIG
Media file
Arquivo BMP
Arquive BMP

Extenséo de aplica...

ETAPA 08: Na préxima janela, clique no botdo "Check". observe o resultado que ird aparecer ao lado do

—>

model = L3210 | port = Aute selection | AdjProg Ver.1.0.0

EEPROM Data Copy

Initial setting

Head ID input

Initialize PF deterioration offset
PF motor heat protection control
CR motor heat protection control
PF/EJ adjustment

PF band adjustment

TOF/BOF adjustment

First dot position adjustment
Head angular adjustment

Bi-D adjustment

Scanner motor heat protection control

-— Maintenance
Head cleaning
Ink charge

~d Waste ink pad counter

Shipping setting

o |

Setting ‘

v

Previous ‘

- Selected items - ~
Model Name : L3210
Destination : Latin
Port : Auto selection
- Adjusted items -
Initial Setting :
Serial No. :

MAC Address :

Head ID :

PF/EJ adjustment
Smap :

Eject :

PF band adjustment
Black :

TOF/BOF adjustment
Top:
Bottom :

First dot adjustment
st dot :

Head ang. adjustment
Band feed :

sinal de %, se for entre 94% a 100% ha necessidade de reset, conforme o exemplo da imagem abaixo no LADO
DIREITO é necessario, caso esteja abaixo de 94% ndo precisa continuar pois ndo é reset, se estiver entre 94% a
100% siga para proximo etapa.

model = L3210 | port = Aute selection | AdjProg Ver.1.0.0

P .
WosB Inkpad | Waste ink pad counter

| - Selected items -

Model Name : L3210
St =

Check & Initialization

™ Main pad counter [

I Platen pad counter

™ Ink System pad counter

|| Get Status| Cleaning

point
%
point

%

—
—

point
%

Finish

: Latin
Port : Auto selection

- Adjusted items -
Initial Setting :
Serial No. :
MAC Address :
Head 1D :
PF/EJ adjustment
Smap :

Eject :
PF band adjustment
Black :
TOF/BOF adjustment
Top:

Bottom :

First dot ad|
st dot :

Cancel | [ Head ang. adjustment

Adjustment order

vz

Waste ink pad counter

model = L3210 | port = USB002 (L3210 Series) | AdjProg Ver.1.0.0

Adjusted i
- Selected items

Model Name : L.

NOTE : You have to replace waste ink pad if you initialize the protection ~

counter.

1) Click [Check] button to check current protection counter's value.

2) Replace waste ink pad with new one.

Check & Initialization

6350 point

100 %

0 point
0 %

350 point
2T

I Main pad counter

" Platen pad counter

" Ink System pad counter

Check the current counter value. -->
Initialize the selected counters. > Initialize

Get Status| Cleaning Finish

Max : 1300 point

Destination : Lat
Port : USBODZ2 (L
Series)

v - Adjusted items

Initial Setting :
Max : 6346 point Serial No. :

MAC Address :
Max : 3416 point Head ID :

PF/EJ adjustmer
Smap :
Eject:

PF band adjustn
Black :

TOF/BOF adjust
Top :
Bottom :

First dot adjustr
st dot :

Cancel |
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ETAPA 09: Para efetuar o RESET, marque as op¢des "Main pad counter" e "Palten pad counter" e Ink System pad
conter, apos clique no botdo "Initialize", aparecerd uma pequena janela clique em OK para confirmar,ea o
aparecer outra pequena janela com os dizeres : “Turn off the printer”, PRIMEIRO DESLIGUE sua Epson no botdo
POWER (Liga/Desliga) do equipamento e DEPOIS clique no botdo OK e na Préoxima Janela em OK novamente e
pronto resete estda concluido.

Adjustment order model = L3210 | port = USB002 {L3210 Series) | AdjProg Ver,1.0.0 Adjusted items
- Selected items - A

- MESEEKRS | Waste ink pad counter o

ode ame :
Destination : Latin
Port : USB00Z (L3210
Series)

MOTE : You have to replace waste ink pad if you initialize the protection ~
counter.
1) Click [Check] button to check current protection counter’s value.

) 0 o
! 2) Replace waste ink pad with new one. - - Adjusted items -

Check & Initialization Initial Setting :
» ™ Main pad counter 6350 point Max : 6346 point Serial No. :
i 100 %
' MAC Address :
t
| ‘ [~ Hlaten pad counter 0 point Max : 3416 point Head ID :
1 U % PF/EJ adjustment
I Smap :
i » [ Ink System pad counter 350 point Max : 1300 point Eject:
27 % PF hand adjustment
Black :
TOF/BOF adjustment
Check the current counter value, > Check g
Botfom
Initialize the selected counters. > Initialize
First dot adj
f 1st dot :
1 Get Status| Cleaning Finish | Cancel |
v
= = s

Check & Initialization

¥ Mainjnformation X

\_o_l When the OK button is clicked, counter will be initialized.

| > oK | Cancelar E

'em pad counter T point

t

v Ink

Check the current counter value. —> Check

Check & Initialization

™ Main pad coumter |\ fommation w | Max

o Please tunm off the printer.
Ao aparecer essa mensagem a esquerda
: i com os dizeres “Turn off the printer” vocé
tem que Desligar a impressora no botdo
POWER e depois Ligar novamente , feito

isso cligue em OK e depois OK novamente
e o reset estard concluido
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ETAPA 10: Encerre o programa clicando em Finish, depois em Previous e finalmente em Quit.

APG6S O RESET RECOMENDAMOS QUE SEJA FEITO A TROCA DAS
ALMOFADAS CASO TENHA NOVAs PARA SUBSTITUICAO ou 9 J‘
LAVAR E SECAR BEM CASO NAO TENHA ALMOFADAS NOVAS, EM ke

ATE 5 DIAS APSS O RESET PARA EVITAR VAZAMENTOS POR g
EXCESSO DE TINTAS NAS ALMOFADAS
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